
A r om a-Gu ard  I I  peri s ta l tic  pump i s des igned to  di spense low vo lumes of  Eucalyptus  or 

o ther  pure/organic  essent ia l oi l s .  I n s tal lation i s simple  and s tar t -up i s simpl if ied wi th a 

se l f -pr im ing func tion . The Aroma-Guard II  Series  features an exclus ive qu ick -connec t  con-

ta iner  sys tem , bui l t - i n t imer and a se l f -lubri cat ing ro l le r assembly . The Aroma-Guard II  i s 

a l so 7 day programmable to work during your  commerc ial fac i l i ty’ s hours of  operat ion.   

 

AROMA-GUARD I I 

WARNING: Use only with nonflammable liquids. Only use 
100% natural and organic essential oils. Do not use oils 
containing alcohol, chemicals and other additives not ap-
proved by the FDA. Conf igurat ion Overv iew 

ON / OFF / AUTO
ATTENTION

Only use pur organic eucalyptus oil. 

Order at www.am-finn.com

Quick-disconnect 

mounting hooks

To Steam RoomSteam Generator

HP 3

Voltage 120

Amp 15
Flow ml/min 0.05

Tube type Viton

Tube ID 1/8"
Time 27/7

Voltage 120
Listing UL

On/Off 36 / day

Listing UL
Container 2 1/2 Gal

Container Mat Polypropoleyne

Bracket Mat #304 Stainless
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Max. Flow (GPD)  20  

Max. Pressure  (PSI)  25  

Max. Viscosity  15000 CPS  

Voltage  115  

Reproducibility (%)  +/-2  

Turn Down Ratio  7.7:1  

Motor RPM  14  

Body Material  Polycarbonat e  

Numbe r of Feeds  1  

Power Cord  6 Ft  

Min. Flow Rate (GPD)  2.6  

Max. Flow (GPH)  0.83  

cc/Min.  52.6  

Standards  ET L, cET L, ETLsanitary, CE  
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Most Complete Line of Commercial Steam Accessories 

 Commercial Steam Accessory  An all metal 120VAC gear-motor turns roller which moves fluid through tub-

ing.  Replacement tubing is available. Peristaltic Pump, Maximum Pressure 

15 PSI, Maximum Feed Rate 0.05 GPH. Maximum revolutions per Minute 10, 

Volts 120, , Tubing Size Outside Diameter 5/16 Inch Inside Diameter 1/8 

Inch, Width 6 Inches, Depth 2 1/4 Inches, Height 4 1/2 Inches. 

ON / OFF / AUTO
ATTENTION

Only use pur organic eucalyptus oil. 

Order at www.am-finn.com

Quick-disconnect 

mounting hooks

To Steam RoomSteam Generator

Pump Head Timer Dial 

Timer Controls 

Mounting Screw 

Jug Bracket 

Steam Line 
Connection 

2 1/2 Gallon  Jug  

The Truth About Steam Rooms 

Steam rooms have been in use for centuries. Widely used in Europe and Asia, steam room usage is 
on the rise in the US and offer substantial therapeutic and medical benefits. The risk with steam 
rooms, however, is in its design. Standard US steam rooms are made with ceramic and/or natural 
tile. Unlike the dry sauna (temperatures average 180 deg F), steam rooms are a warm wet environ-
ment (temperatures average 108 deg F), which, when combined with the human presence, provide 
an ideal environment for mold, mildew, bacterial and many human related pathogens such as 
Staff. Tile and grout are porous and difficult to clean. Tile rooms also require substantial energy  to 
heat  as the tile and CMU wall construction act as heat conductor  transferring the heat from the 
room to the walls.. Today, many architects and commercial club operators are replacing tradition 
tile rooms with the Advanced Hybrid Steam rooms. More than 50% energy efficient than tile, auto-
matic cleaning system (cleans green) and substantial elimination of mold, mildew and other patho-
gens harmful to human contact.  When it is time to re-tile , contact a Scandia representative.  


